
LAVA® DESIGN-INFRAREDHEATING
DESIGN YOUR LAVA® NEWS SHEET

MINIMUM REQUIREMENTS FOR YOUR PICTURES OR DESIRED MOTIVES:
Depending on the size of the LAVA®, your image must also have a certain size. These are the requirements for your picture on the 
different LAVA® DYL versions:

HOW TO FIND THE IMAGE INFORMATION:

1. �Go to the folder with the desired picture and 
mark the picture.

2. Press the right mouse button and select
    „Properties“.

3. Select the tab „Details“. 4. �You can see the vertical and horizontal 
resolution of the picture.

Article LAVA® size in cm (l x w) minimum resolution minimum size in cm minimum size in pixel

LAVA® GLAS DYL 180 W 50,00 x 63,00 300 dpi 21,00 x 16,67 1772 x 2232

LAVA® GLAS DYL 350 W 90,00 x 63,00 300 dpi 21,00 x 30,00 3543 x 2480

LAVA® GLAS DYL 500 W 130,00 x 63,00 300 dpi 21,00 x 43,34 4724 x 2290

LAVA® GLAS DYL 700 W 160,00 x 63,00 300 dpi 21,00 x 53,34 5906 x 2325

RULE OF THUMB: �Images should have at least 5 MB or more, otherwise there will be too 
much print quality loss.
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